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Features

» Two 5.25" and two 3.5" disk drive bays

» Two 8am ball-bearing fans

» Supports 14-slot backplane or ATX MB

» 427mm (16.8") depth sultable for undersized rack
cablnet

Add the AX69300 2-to-3 SCA
module to have 3 removable
SCA drives

Hold-on clamp bar with adjustable clips to secure \
add-on cards in different height

Rear view of the backplane version

s o Two 8cm ball-bearing fans equipped

Specifications A Bean (e

Standard Color T-Black color; 'W-Beige color (PANTONE 414C) Expansions 14-slot backplane

Construction Heavy-duty cold-rolled steel Speaker One 0.25W sp=aker

Drive Capacity Exposed 2x 5.25" and 1x 3.5" drives Operating Temperature 0'C (32°F) to 40°C {104°F)

Internal 1x3.5" drive Range
Cooling Two 8cm ball-bearing fans (42.5CFMWeach) with a Dimensiors (W x D x H) 19°(482.6mm) x 16.8"(427mm) x 7" {(177mm)
: removable fifter
Front Parel Indi 1 x pawer on/off; 1x HDD

Front Panel Controls 1 x pawer on/off; 1x system reset
Front Panel Connectors 1 x DIN S-pin keyboard

Pre-punched Rear Panel 2 x 9-pin; 1x DIN 5-pin keyboard
System Board SBCs or 12" x 9.6" ATX MB
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